
PRODUCT DESCRIPTION

TECHNICAL INFORMATION

Units/Case: 12
Case Weight: 9.5 lbs.**
Case Dimensions: 20 3/4”x 18 5/8”x 5 1/2”**
Pallet: 540 Cases per Skid 1.800.824.9994 • www.fmatic.com

- Patented Gear Motor Drive
- Vandal and Water Resistant Design
- Chrome Plated Metal Housing
- Operates on (4) “C” Alkaline Batteries (Included)
- Battery Life - 3+ Years
- “Low Battery” Blinking LED Indicator
- Optional Water Saver Mode
- Optional Three (3) Second Flush Delay Mode
- Optional 24-Hour Flush Mode

The Side Mount Auto Flush is a battery power, sensor operated compatible for 
Urinal and Toilet Flushometers. Made for quick and easy installation, the Auto 
Flush is built with intelligent sensor technology, quiet operation, and a durable 
metal frame.

FEATURES

Installation Tools Included
No External Volume Adjustment for Water Conservation

INSTALLATION

- Easy Battery Replacement-No Water Shut Off 
Necessary
- Hands Free Infrared Sensor Activation
- Adjustable Sensor Distance
- Electronic Manual Flush Button (Front)
- True Mechanical Manual Flush Button (Side)
 *Mechanical Button Works When Batteries are Drained
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